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Background: Engagement & Policy Frame

Advantage Business 
Consulting, Inc. (ABC); 
Prof. Ginger Rossy 
integrated the project 
into CE-4920 
Engineering Senior 
Design.

Ten-student team with 
scope, schedule, and 
deliverables agreed 
with the Municipality 
of Patillas,PR flagged 
gaps on PR-3 and in the 
town center.

Complete Streets 
evolved from best 
practice to 
USDOT/FHWA 
policy.

Puerto Rico Law 
201-2010 mandates 
integration across 
planningςO&M.



Complete Streets & Current Conditions in Patillas, PR

All users/modes; 
outcomes: safety, 

connectivity, equity, 
resilience.

Accessibility embedded 
(ADA/PROWAG); 

PR-MUTCD-compatible 
signing/marking.

Network view: 
continuous sidewalks; 
safe, legible crossings 

and curbside.

Deficiency in traffic signage, 
lack of pavement markings 

for parking spaces (including 
accessible parking), and 

roadway striping.

Local issues: sidewalk 
gaps, noncompliant 

ramps, conflicts, ponding, 
curbside/parking 

disorder.



An Introduction

Figure 1. General conditions of Downtown Patillas.

Note. Video shot by Civil Engineering students of the Patillas Complete 
Streets Capstone Project, with the help of Sharetech Group. Property of 
the Polytechnic University of Puerto Rico, Civil Engineering Department.



Complete Streets Legal Framework

Complete Streets 
Manual (2018)

ÅDefines 
sidewalks as 
essential 
pedestrian 
elements and 
promotes safe, 
continuous, 
and accessible 
walkways.

Americans with 
Disabilities Act (ADA, 

2010): 

ÅRequires full 
accessibility in 
all public 
projects and 
applies to 
municipal 
facilities and 
services.

Puerto Rico 
Regulations

ωThe Puerto 
Rico Highway 
and 
Transportation 
Authority (ACT) 
sets minimum 
sidewalk 
widths of 4ς10 
ft (1.25ς3 m), 
and the Puerto 
Rico Building 
Code 2018 
adopts ADA 
and ICC 
A117.1-2017 
standards.

Design Standards

ÅEstablish 
maximum 
slopes of 2% 
cross and 
8.33% 
longitudinal, 
requiring firm, 
stable, and slip-
resistant 
surfaces.



Complete Streets Legal Framework

Law 201 (2010) ς 
Complete Streets Act

ÅAdopts the 
Complete Streets 
concept as public 
policy.

ωRequires roads to 
consider all users: 
pedestrians, 
cyclists, drivers, 
and public transit 
riders.

ωPromotes 
accessibility, 
lighting, and safety 
at bus stops.

ωLimitation: uneven 
implementation 
and limited 
municipal 
resources.

Law 74 (1965) ς Puerto Rico 
Highway and Transportation 

Authority (ACT)

ÅEstablishes ACT as 
the primary 
agency for 
planning, building, 
and maintaining 
highways.

ωMunicipalities 
(e.g., Patillas) must 
coordinate with 
ACT for projects 
along main routes 
(e.g., PR-3).

ωCommon issue: 
overlapping 
responsibilities 
between ACT and 
municipalities.

Law 22 (2000) ς 
Vehicle and Traffic 

Law

ωRegulates 
circulation, 
parking, and road 
safety.

ωRequires transit 
stops to meet 
traffic and visibility 
standards.

ωDoes not directly 
address modern 
transit-stop 
design; relies on 
complementary 
guidelines.

Puerto Rico 
Complete Streets 
Design Guidelines

ÅTranslate Law 201 
into technical 
criteria (e.g., 
sidewalks, 
crosswalks, 
signage, lighting, 
and ADA 
accessibility).

ωNot legally 
binding; 
implementation 
depends on 
adoption by 
agencies or 
municipalities.



Study Area: 
Urban Core of 
Patillas, PR
9ȄŀŎǘ ƭƻŎŀǘƛƻƴ ǿƛǘƘƛƴ tŀǘƛƭƭŀǎΩ ƘƛǎǘƻǊƛŎ 
town center (Complete Streets 
footprint)
Control points (Lambert and 
Lat/Lon):

Point 1 X: 244357.4843, Y: 
219172.5207  

 (Lat: 18.00610179, Lon: 
ҍссΦлмпптрнтύ

Point 2  X: 244355.7997, Y: 
219140.8112  

 (Lat: 18.00581533, Lon: 
ҍссΦлмппфмусύ

Parcels within the project polygon:
398-078-019-01

398-078-019-02

5ƛǎǘǊƛŎǘ ŀǊŜŀ Ғ моΦтт Ƴƛƭƭƛƻƴ Ŧǘч όǇŜǊ 
EA maps/metrics)



Environmental Evaluation

Å The land use in the areas of proposed improvements are Commercial 
Residential and General Institutional. 

Å FEMA has a large portion of the area within flood zones. 

Å A 400m radius from the plaza identified only one body of water and no 
caves, sinkholes, reserves or forest. 

Å¢ƘŜ ǇƻǇǳƭŀǘƛƻƴ ƻŦ tŀǘƛƭƭŀǎΩ ƛǎ ƛƴ ŘŜŎƭƛƴŜ ǎƛƴŎŜ нр ǇŜǊŎŜƴǘ ƻŦ ǘƘŜ ǇƻǇǳƭŀǘƛƻƴ 
in made up older adults.



Environmental Evaluation

Services and Infrastructure: 

Å Potable water connections and consumption:  One floor connection on 
every level and 2 bathrooms using an average tank size of 5 gallons of 
water per use. 

Å Stormwater runoff : The stormwater runoff of the entire project come out 
to be 7.628 cfs (3,424 gpm).

Å Access routes: PR-3 (Highway 3), Terminal Street, and Francisco Ortiz 
Lebrón Street. 



Environmental Evaluation
Social and physical aspects:
Earthwork volume: 
Å The removal of volume for the multi-story parking structure is around 6380 

m3. 
Å Estimated noise levels: The CDC recommends a limit of 85 dBA average over 

an 8-hour workday.
Å Light pollution: In this project it is not expected to produce any light 

pollution.

Wastes:
Å  Type of waste: Non- hazardous waste
Å  Estimated volumes: The sidewalks removal is around 11,469.64 m3.



Scope and Methodology

Corridors: PR-3 segments, the historic town center, and the municipal multi-story 
parking facility; georeferenced diagnosis.

Concepts: continuity (sidewalks), ADA/PROWAG ramps and crossings, organized curbside 
and parking.

The methodology includes the field identification of deficiencies in traffic signage and 
pavement markings, using low-cost solutions aligned with Complete Streets principles.

Implementation: alternatives, cost ranges, phasing, funding and permitting paths.

Outcomes: reduce crossing conflicts and ponding; increase sidewalk continuity and 
ADA/PROWAG compliance; increase pedestrian illuminance and uniformity; improve 
curbside legibility.



Data Collection: Multi -Story Parking Structure
Å The team documented how parking is currently supplied and used, including the 

prevalence of on street parking around the plaza area, the degree to which 
parking behavior is informal, and the frequency of operational issues such as 
double parking, stopping in travel lanes, and infringements near intersections and 
pedestrian crossing locations.

Å One of the key factors that decided the location of the parking was its proximity 
to the current public transportation terminal; to make it possible for citizens using 
the parking facility to access public transportation that could move them 
throughout the municipality, thus promoting Complete Streets. 



Data Collection: Multi-Story Parking Structure
It was necessary to develop a facility that could provide parking for the downtown 
area because:

Å Necessity to expand the current sidewalks.
Å Necessity to remove informal curbside parking spaces. 
Å Conversations with local government officials showed that the current bus 

terminal does not permit the existing bus fleet to fit in the structure. 
Å It was determined that the first level of the parking needed to be a space for 

public buses to park and then connect with the existing routes. 
Å It was determined that more parking spaces were needed than the space that 

was previously available. 

Further planning led to the identification of a public lot located in front of the 
existing public transportation terminal, currently being used as a public parking, but 
not meeting the demand of the downtown area. 
 



Data Collection: Multi -Story Parking Structure

Figure 3. Location of proposed multi-level parking, Puerto Rico.  

Note. Map prepared by ABC. Used with permission.



Data Collection: Multi -Story Parking Structure

Figure 4. Aerial view of current public bus terminal, next to the parking lot 
property being proposed as the new location for the multi-level parking.

Note. Picture retrieved from Google Earth Pro by José Sanabria.

Current bus terminal.

Proposed location for multi-level 
parking facility



Existing Problems of Curbside Parking

Å Observations show that where curb space is not clearly organized, vehicles park 
inconsistently, reduce effective roadway width, and create traffic.

Å Informal stopping and loading behavior further reduces roadway capacity, 
especially near commercial areas.

Å From an accessibility perspective, curbside parking often conflicts with the need 
for clear curb ramp access, adequate landing areas, and visibility at pedestrian 
crossings. 

ÅWhere vehicles stop near corners, they reduce sight distance between 
pedestrians and drivers, increasing crash risk. 

Å These conditions provide operational justification for shifting a portion of parking 
demand to a multi-story parking structure.



Existing Problems: Curbside Parking

Figure 5. Existing parking conditions 
along downtown Patillas, Puerto 

Rico.
Note. Photograph taken by Josean 

Pagán on August 13, 2025, in 
Patillas, PR. Captured using phone 

camera.

Figure 6. Existing parking conditions 
along downtown Patillas, Puerto 

Rico.
Note. Photograph taken by Andrés 
Martínez on August 29, 2025, in 
Patillas, PR. Captured using GPS 

Map Camera.

Figure 7. Existing parking conditions 
along downtown Patillas, Puerto 

Rico.
Note. Photograph taken by Andrés 
Martínez on August 29, 2025, in 
Patillas, PR. Captured using GPS 

Map Camera.



Existing Problems: Curbside Parking

Figure 10. Existing parking 
conditions along downtown Patillas, 

Puerto Rico.
Note. Photograph taken by Andrés 
Martínez on August 29, 2025, in 
Patillas, PR. Captured using GPS 

Map Camera.

Figure 11. Existing parking 
conditions along downtown Patillas, 

Puerto Rico.
Note. Photograph taken by Andrés 
Martínez on August 29, 2025, in 
Patillas, PR. Captured using GPS 

Map Camera.

Figure 12. Existing parking 
conditions along downtown Patillas, 

Puerto Rico.
Note. Photograph taken by Andrés 
Martínez on August 29, 2025, in 
Patillas, PR. Captured using GPS 

Map Camera.



Existing Plan: Current Parking Lot

Figure 8. Parking lot Existing Plan.

Note. Drawing developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Existing Problems: Curbside Parking
Main findings and identified needs

Å A structured facility must be paired with direct pedestrian connections, safe 
crossings, and accessible routes so that users can comfortably walk from the 
facility to destinations. This need aligns with ADA requirements for accessible 
routes and reflects Complete Streets principles that prioritize safe multimodal 
access (U.S. Department of Justice, 2010).

Å The facility must be integrated into curbside management strategy. The purpose 
of the structure is not only to provide supply, but to enable the municipality to 
reassign curbside space to functions that improve operations and safety such as 
no parking zones near corners, protected curb ramps, designated loading zones, 
and transit stop support areas.



Existing Problems: Curbside Parking
Main findings and identified needs

Figure 9. Conditions of existing parking lot.

Note. Video shot by Civil Engineering students of the Patillas Complete 
Streets Capstone Project, with the help of Sharetech Group. Property of 
the Polytechnic University of Puerto Rico, Civil Engineering Department.



Demolition Plan: Multi -Story Parking Structure

Figure 10. Parking lot Demolition Plan.

Note. Drawing developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Design criteria: Multi -Story Parking Structure

Å The conceptual design standards and criteria for the multi-level parking facility 
were selected to ensure that the facility functions as an enabling Complete 
Streets investment. 

Å The intent is not to design a parking garage in isolation, but to establish a 
structured facility concept that improves downtown circulation, supports safer 
pedestrian conditions, and allows curbside space to be reassigned to higher 
priority functions such as accessible routes, passenger pick up drop off, loading 
activity management, and crossing visibility improvements.



Design criteria: Multi -Story Parking Structure
The following principles represent the design criteria for the multi-level parking:

1. The facility must intercept a meaningful share of downtown parking demand that 
currently competes for curb space. 

2. The facility must include pedestrian connections that are direct, visible, and 
accessible, and it must connect logically to the proposed sidewalk and curb ramp 
network. ADA compliant path continuity is critical because the facility is meant to 
serve all users, including visitors with mobility limitations.

3. The facility must reduce downtown circulation by reducing the time searching for 
parking.  

Ultimately, the multi-story parking structure provides a realistic pathway for reducing 
curbside parking pressure, enabling sidewalk continuity improvements, ADA curb ramp 
reconstruction, and regulated curbside functions. It also supports a park once and walk 
behavior pattern that reduces short internal vehicle trips in the downtown.



Final Designs: Multi -Story Parking Structure

The design is focused on these main priorities: 

Å Operational effectiveness, meaning the facility must meaningfully reduce 
curbside pressure. 

Å Safety, including clear circulation, adequate lighting, and minimized conflict 
points. 

Å Accessibility, including compliant accessible parking and an accessible 
route connected to sidewalks and destinations (U.S. Department of Justice, 
2010). 



Final Designs: Multi -Story Parking Structure

Å The final proposed concept is a reinforced concrete multi-level parking 
facility with internal ramps connecting levels. The facility includes 
controlled access and egress points designed to minimize conflicts with 
pedestrian corridors and to avoid creating queues that block adjacent 
streets. Internal circulation is designed to be intuitive for first time users, 
using a clear path from entry to parking levels and from parking stalls to 
pedestrian exits.

Å Accessible parking spaces are placed in locations that minimize walking 
distance to accessible exits and provide an accessible route that avoids 
stairs. The accessible route is designed to connect to the public right of 
way and to the broader sidewalk and curb ramp improvements proposed 
in the project.



Proposed Site Plan: Multi -Story Parking Structure

Figure 11. Proposed Plan of the multi-story parking structure.

Note. Drawing developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Existing Plan: Multi-story Parking Structure

Figure 12. Elevations of the multi-story parking structure.

Note. Drawing developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Existing Plan: Multi -Story Parking Structure

Figure 13. Elevations Sections of the multi-story parking structure.

Note. Drawing developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 14. Structural Details example of the multi-story parking structure.

Note. Drawing developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 15. Front façade view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi-Story Parking Structure

Figure 16. ²ƻǊƳΩǎ-eye view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 17. Aerial view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 18. Rear view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 19. Bus entrance view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 20. First floor inside view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 21. Second floor view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 22. Fifth floor view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 23. Ramp view of the multi-story parking structure.

Note. Render developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Figure 24. Render video of the multi-story parking structure.

Note. Renders developed by the Civil Engineering students of the Patillas 
Complete Streets Capstone Project. Property of the Polytechnic 

University of Puerto Rico, Civil Engineering Department.



Final Designs: Multi -Story Parking Structure

Some of the features and advantages of the new structure are:

Å Increases lot parking capacity from 74 parkings to 156 parkings. A 111% 
increase.

Å Increases the quantity and quality of accessible parking, providing 16 ADA 
compliant handicap parkings across the facility. The current lot only has 4 
handicap parkings. This represents a 300% increase. 

Å Creates a designated parking and storage space for the public bus fleet, 
increasing the security and reliability of the system.



Final Designs: Multi -Story Parking Structure

Some of the features and advantages of the new structure are:

Å Frees the downtown area from most of the curbside parking, allowing for 
the new ADA compliant sidewalks design, embracing Complete Streets.

Å It is fully integrated with the redirection of the right of way in the 
downtown area, along with the new Sidewalks and Public Transportation 
Stops design. 

Å Provides a safe connection with the current bus terminal, so the public can 
use the new parking facility along with the public transportation system.



Estimated 
Project Cost: 
Multi-Story 
Parking 
Structure

Figure 25. Estimated Cost of the Multi-Story Parking Facility.

 Note. Table developed by Andres Martinez.



Strategies and Proposals:Multi -story Parking

Some additional recommendations for the new parking structure are:

1. Conduct a thorough geotechnical analysis for the proposed site.

2. Establish a fare for the multi-story parking to cover operational expenses.

3. To promote sustainability and resilience, install solar panels on the 5th 
floor of the structure.

4. Add EV charging infrastructure. 

5. Install security cameras and provide 24-hour security service. 



Existing Problems: 
Sidewalks, Signage and Pavement Markings

Figure 26. Conditions of existing parking lot.
Note. Video shot by Civil Engineering students of the Patillas Complete 
Streets Capstone Project, with the help of Sharetech Group. Property of 
the Polytechnic University of Puerto Rico, Civil Engineering Department.



Existing Problems: 
Sidewalks, Signage and Pavement Markings

Signage is largely absent, 
limiting wayfinding and 
providing insufficient 

guidance for drivers and 
visitors.

Curbside parking 
deficiencies: lack of 

pavement markings leads 
to unregulated parking and 

inefficient curb use.

Yellow-curb violations: 
vehicles park in restricted 
areas, affecting operations 

and sight distance.

The coexistence of arterial 
through-movement and 

local curbside access within 
a constrained downtown 

footprint amplifies 
multimodal conflicts.

Two-sided parking on 
narrow streets reduces 

roadway width and 
restricts large-vehicle 

movement.

Turning radius/corner 
clearances are 

compromised by 
insufficient corner control 
and lack of restricted curb 

space.

Widespread accessibility 
deficiencies: non-compliant 
curb ramps and improperly 
applied blue markings that 

create safety risks.

PR-3 lacks marked 
crosswalks, increasing 

pedestrian exposure and 
conflict risk.



Existing Problems: 
Sidewalks, Signage and Pavement Markings

Figure 27. Conditions of existing sidewalks.
Note. Video shot by Civil Engineering students of the Patillas Complete Streets 

Capstone Project, with the help of Sharetech Group. Property of the Polytechnic 
University of Puerto Rico, Civil Engineering Department.



Existing Problems: 
Sidewalks, Signage and Pavement Markings

Figure 28. Conditions of existing sidewalks.
Note. Video shot by Civil Engineering students of the Patillas Complete Streets 

Capstone Project, with the help of Sharetech Group. Property of the Polytechnic 
University of Puerto Rico, Civil Engineering Department.



Existing Problems: Public Transportation Stops

49

ωMost public transportation stops are informal meaning 
passengers are picked up in unmarked roadside locations, or 
in deteriorated condition which reduce comfort and safety.
ωMany locations lack basic infrastructure, including benches, 

shelters, lighting, and signage.
ωInformal stop locations create operational inefficiencies, as 

drivers rely on personal knowledge rather than clearly 
defined stop locations.



Existing problems images of Public Transportation 
Stops

Figure 29
Current conditions at 

the bus stop.
Note: Picture by 

Jean Calderón (2025).

Figure 30
Location of the bus stop 

shown in Figure ?(Patillas, 
Puerto Rico)

Note: Source: ABC (2025).

Figure 32
Location of the bus stop 

shown in Figure ?/, Patillas, 
Puerto Rico

Note: Source: 
ABC (2025).

Figure 31
Current conditions at the 

bus stop.
Note: Picture by 

Jean Calderón (2025).

50



Final Designs: Public Transportation Stops
ωThe final design proposes a monolithic precast concrete bus stop, where the roof, 

floor slab, walls and columns act as one integrated structural system providing a 
precast bench forresting duringthe waiting time.
ωThe monolithic configuration improves structural efficiency, allowing reduced 

material and reinforcement quantities for a low-cost, constructible design.
ωPrecast construction enables rapid installation, durability, and reduced long-term 

maintenance.



Final Designs: Public Transportation Stops
ωThe structure is designed to resist applicable dead and live loads, including self-

weight, using SkyCiv Software as the reference for structural analysis tool and 
appropriate load combinations.
ωThe design is ADA compliant, providing required clear floor space and safe 

access for wheelchair users.
ωThe design incorporates a logo for theMunicipalityof Patillas which will be 

integrated directly into the precast concrete structures to reinforce local 
identity and provide consistentrecognition across public transportation stops. 

Figure 33

3D Render view from Skyciv Structural 

Analysis Program.

Note: Provided by 

Paulo Quintana Ríos 



Final Architectonic Plans forPublic 
Transportation Stops.

Figure 34

Final Design 

ArchitectonicPlan.

Note: AutoCAD plan 

provided by Paulo 

Quintana.



Final Structural Plans forPublic Transportation 
Stops.

.

Figure 35

Final Design Structural detail 

Plan.

Note: AutoCAD Plan provided 

by Paulo Quintana.


